CD/DVD Player Saidas Amplificadas
Head Unit CD/DVD Player
High Level Input with
Auto Turn ON
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O TL 500 possui um sistema que reconhece a presenca do dudio e liga o amplificador automaticamente.

Para o amplificador permanecer ligado, é necessario um volume minimo, em torno de 2 a 5 (podendo variar de acordo com a
musica ou modelo do CD Player). Note que caso o CD/DVD player seja ligado com volume igual a zero, o amplificador nao ligara.
Na auséncia do dudio ou ao desligar o CD / DVD Player, o amplificador ainda permanecera ligado por cerca de 30 segundos.

The TL 500 amplifier has a feature that turn on the amplifier automatically based on audio level at the inputs. In order to keep
the amplifier working, a minimum sound volume is needed, around 2 to 5 volume units on head unit (it may vary according the
song or head unit model). If you turn on your head unit with volume 0 or mute, the amplifier will stay OFF.

After turn off the head unit, the amplifier will remain ON by about 30 seconds.

Caracteristicas Técnicas / Technical Features

Impedancia Minima de Saida / Minimum Output Impendance: 2 Ohms

Numero de Canais / Number of Channels: 02

Poténcia Nominal / Output Power: 90W RMS (2 x 45W RMS)
Tenséao de Alimentagao / Supply Voltage: 8 ~16VDC

Consumo a Max Poténcia (Musical) / Max. Musical Consumption: 3.8A

Consumo a Max Poténcia (Senoidal) / Max. Sinusoidal Consumption: 7.6A

Resposta de Frequéncia / Frequency Response (Full Range): 80Hz ~ 40KHz (-3dB)
Impedancia de Entrada / Input Impedance: 1K Ohm

Sobrecarga na Saida / Protecao Térmica
Output Overload / Thermal Protection
Dimensoes (L x Ax P) / Dimensions (W x H x L): 89 x 29 x 119mm (3.50” x 1.14” x 4.69")
Peso / Weigth: 0,1Kg (0.22Ib)

*Poténcia medida a 1KHz, na impedéancia indicada, com o THD menor que 10% e tensédo de alimentacdo = 14,4VDC.
-Devido as tolerancias naturais de componentes internos e do processo de fabricagao, as caracteristicas técnicas aqui apresentadas

podem sofrer variagdes.

Sistema de Protecao / Protection System:

*Power measured at 1KHz, resistive load at nominal impedance, with THD less than 10% and supply voltage = 14.4VDC.
- Due to natural tolerances of internal components and manufacturing process, technical features may vary.

Para maiores informacgdes ou duvidas consulte o manual de instru¢des ou entre em contato com o suporte da TARAMPS ELECTRONICS.
For further informations or questions please refer to the instruction manual or contact TARAMPS ELECTRONICS support.
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Validade Indeterminada / Indeterminate validity
Composicao: Pecas plasticas, placa e componentes eletrénicos
Composition: Plastic parts, PCB and electronic components



